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Federal Motor Carrier Safety Administration, DOT § 393.94

1 See footnote to § 393.93(a).

2 Standards of the American National
Standards Institute are published by the
American National Standards Institute. In-
formation and copies may be obtained by
writing to the Institute at 1430 Broadway,
New York, N.Y. 10018.

(b) Trucks and truck tractors—(1)
Trucks and truck tractors manufactured
on and after January 1, 1965, and before
July 1, 1971. Except as provided in para-
graph (d) of this section, after June 30,
1972, every truck and truck tractor
manufactured on or after January 1,
1965, and before July 1, 1971, must be
equipped with a Type 1 or Type 2 seat
belt assembly that conforms to Federal
Motor Vehicle Safety Standard No. 209
(§ 571.209) installed at the driver’s seat
and at the right front outboard seat, if
the vehicle has one, and seat belt as-
sembly anchorages that conform to the
location and geometric requirements of
Federal Motor Vehicle Safety Standard
No. 210 (§ 571.210) for each seat belt as-
sembly that is required by this sub-
paragraph.

(2) Trucks and truck tractors manufac-
tured on or after July 1, 1971. Every
truck and truck tractor manufactured
on or after July 1, 1971, except a truck
or truck tractor being transported in
driveaway-towaway operation and hav-
ing an incomplete vehicle seating and
cab configuration, must conform to the
requirements of Federal Motor Vehicle
Safety Standard No. 208 1 (§ 571.208) (re-
lating to installation of seat belt as-
semblies) and Federal Motor Vehicle
Safety Standard No. 210 1 (§ 571.210) (re-
lating to installation of seat belt as-
sembly anchorages).

(3) Trucks and truck tractors manufac-
tured on or after January 1, 1972. Every
truck and truck tractor manufactured
on or after January 1, 1972, except a
truck or truck tractor being trans-
ported in driveaway-towaway oper-
ation and having an incomplete vehicle
seating and cab configuration, must
conform to the requirements of Federal
Motor Vehicle Safety Standard No.
207 1 (§ 571.207) (relating to seating sys-
tems).

(c) Effective date of standards. When-
ever paragraph (a) or (b) of this section
requires conformity to a Federal Motor
Vehicle Safety Standard, the vehicle or
equipment must conform to the version
of the Standard that is in effect on the
date the vehicle is manufactured or on
the date the vehicle is modified to con-
form to the requirements of paragraph

(a) or (b) of this section, whichever is
later.

(d) Trucks and truck tractors manu-
factured on or after January 1, 1965,
and before July 1, 1971, and operated in
the State of Hawaii, must comply with
the provisions of paragraph (b) of this
section on and after January 1, 1976.

[35 FR 16839, Oct. 30, 1970, as amended at 39
FR 32561, Sept. 9, 1974; 40 FR 32336, Aug. 1,
1975]

§ 393.94 Vehicle interior noise levels.

(a) Application of the rule in this sec-
tion. Except as provided in paragraph
(d) of this section, this section applies
to all motor vehicles manufactured on
and after October 1, 1974. On and after
April 1, 1975, this section applies to all
motor vehicles manufactured before
October 1, 1974.

(b) General rule. The interior sound
level at the driver’s seating position of
a motor vehicle must not exceed 90
dB(A) when measured in accordance
with paragraph (c) of this section.

(c) Test procedure.2 (1) Park the vehi-
cle at a location so that no large re-
flecting surfaces, such as other vehi-
cles, signboards, buildings, or hills, are
within 50 feet of the driver’s seating
position.

(2) Close all vehicle doors, windows,
and vents. Turn off all power-operated
accessories.

(3) Place the driver in his/her normal
seated position at the vehicle’s con-
trols. Evacuate all occupants except
the driver and the person conducting
the test.

(4) Use a sound level meter which
meets the requirements of the Amer-
ican National Standards Institute
Standard ANSI S1.4–1971 Specification
for Sound Level Meters, for Type 2 Me-
ters. Set the meter to the A-weighting
network, ‘‘fast’’ meter response.

(5) Locate the microphone, oriented
vertically upward, 6 inches to the right
of, in the same plane as, and directly in
line with, the driver’s right ear.
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1 Copies of the Classification can be ob-
tained by writing to Underwriters’ Labora-
tories, Inc., 205 East Ohio Street, Chicago,
Ill. 60611.

2 Underwriters’ Laboratories ratings are
given to fire entinguishers under the stand-
ards of Underwriters’ Laboratories, Inc., 205
East Ohio Street, Chicago, Ill. 60611. Extin-
guishers must conform to the standards in
effect on the date of manufacture or on Jan.
1, 1969, whichever is earlier.

(6) With the vehicle’s transmission in
neutral gear, accelerate its engine to
either its maximum governed engine
speed, if it is equipped with an engine
governor, or its speed at its maximum
rated horsepower, if it is not equipped
with an engine governor. Stabilize the
engine at that speed.

(7) Observe the A-weighted sound
level reading on the meter for the sta-
bilized engine speed condition. Record
that reading, if the reading has not
been influenced by extraneous noise
sources such as motor vehicles oper-
ating on adjacent roadways.

(8) Return the vehicle’s engine speed
to idle and repeat the procedures speci-
fied in paragraphs (c) (6) and (7) of this
section until two maximum sound lev-
els within 2 dB of each other are re-
corded. Numerically average those two
maximum sound level readings.

(9) The average obtained in accord-
ance with paragraph (c)(8) of this sec-
tion is the vehicle’s interior sound
level at the driver’s seating position
for the purpose of determining whether
the vehicle conforms to the rule in
paragraph (b) of this section. However,
a 2 dB tolerance over the sound level
limitation specified in that paragraph
is permitted to allow for variations in
test conditions and variations in the
capabilities of meters.

(10) If the motor vehicle’s engine ra-
diator fan drive is equipped with a
clutch or similar device that automati-
cally either reduces the rotational
speed of the fan or completely dis-
engages the fan from its power source
in response to reduced engine cooling
loads the vehicle may be parked before
testing with its engine running at high
idle or any other speed the operator
may choose, for sufficient time but not
more than 10 minutes, to permit the
engine radiator fan to automatically
disengage.

(d) Vehicles manufactured before Oc-
tober 1, 1974, and operated wholly with-
in the State of Hawaii, need not com-
ply with this section until April 1, 1976.

[38 FR 30881, Nov. 8, 1973, as amended at 40
FR 32336, Aug. 1, 1975; 41 FR 28268, July 9,
1976]

Subpart H—Emergency Equipment

§ 393.95 Emergency equipment on all
power units.

Except for a lightweight vehicle,
every bus, truck, truck-tractor, and
every driven vehicle in driveaway-
towaway operation must be equipped
as follows:

(a) Fire extinguisher. (1) Except as pro-
vided in paragraph (a)(4) of this sec-
tion, every power unit must be
equipped with a fire extinguisher that
is properly filled and located so that it
is readily accessible for use. The fire
extinguisher must be securely mounted
on the vehicle. The fire extinguisher
must be designed, constructed, and
maintained to permit visual deter-
mination of whether it is fully charged.
The fire extinguisher must have an ex-
tinguishing agent that does not need
protection from freezing. The fire ex-
tinguisher must not use a vaporizing
liquid that gives off vapors more toxic
than those produced by the substances
shown as having a toxicity rating of 5
or 6 in the Underwriters’ Laboratories
‘‘Classification of Comparative Life
Hazard of Gases and Vapors.’’ 1

(2)(i) Before July 1, 1971, a power unit
that is used to transport hazardous ma-
terials must be equipped with a fire ex-
tinguisher having an Underwriters’
Laboratories rating 2 of 4 B:C or more.
On and after July 1, 1971, a power unit
that is used to transport hazardous ma-
terials must be equipped with a fire ex-
tinguisher having an Underwriters’
Laboratories rating 2 of 10 B:C or more.

(ii) Before January 1, 1973, a power
unit that is not used to transport haz-
ardous materials must be equipped
with a fire extinguisher having an Un-
derwriters’ Laboratories rating 2 of 4
B:C or more. On and after January 1,
1973, a power unit that is not used to
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